


Model SRIM 
Room Isolation Monitor 

ORDERING INFORMATION 

D rn rn D D 

I Model Pressure Ranges Type Output Mounting/Logo Accuracy Pressure Snubber Option I 
I Model SRIM in.W.C. Differential 11 4tolOmA WL  WallMount,w/Logo c ±1.0%FS N QuantityO N I I 

ROsw• Oto0.05 ±0.05 D I Unidirectional lB OtoSVDC DL Duct Mount, w/ Logo F ±0.25%FSw/cal.cert 1 Quantity! 

ORlW Oto0.1 ±0.1 B I Bidirectional 2( OtolOVDC WN WallMount,NoLogo H ±0.5%FSw/cal.cert l Quantityl 

RlSW Oto0.25 ±0.25 •available in unidirectional only DN Duct Mount, No Logo G ±1.0%FSw/cal.cert 

ORSW Oto0.5 ±0.5 

001W Oto 1.0 ±1.0 

lRSW Otol.5 ±2.5 

oosw OtoS.O ±5.0 

Pascals 

ZOlL Oto 12.5 ±12.5 

OlSL OtolS ±25 

OSOL Oto SO ±50 

lOOL Oto 100 ±100 

lSOL OtolSO ±250 

SOOL OtoSOO ±500 

lOCL Oto 1000 ±1000 

lSCL OtolSOO ±2500 

Example: Part No. SRIMROSWD11WLC1NE = Model SRIM, Oto 0.05 in. W.C. Pressure Range, Unidirectional, 4 to 10 mA Output, Wall Mount with Logo, ±1.0% FS Accuracy, 1 Snubber 
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